
4001 STONERIDGE DRIVE

PLEASANTON, CA 94588
PROJECT ADDRESS:

ASSESSOR'S PARCEL NO.

OWNER:

GOVERNING AGENCY:

SCOPE OF WORK:

GOVERNING CODES:

OCCUPANCY GROUP:

CONSTRUCTION TYPE:

946-4550-3-3

LIVERMORE PLEASANTON 

FIRE DEPARTMENT

CITY OF PLEASANTON

PLANNING & DEVELOPMENT SERVICES

A. 2015 I.B.C AS AMENDED BY THE 2016 C.B.C.

B. 2015 U.M.C AS AMENDED BY THE 2016 C.M.C.

C. 2015 U.P.C. AS AMENDED BY THE 2016 C.P.C.

D. 2014 N.E.C. AS AMENDED BY THE 2016 C.E.C.

E. 2016 CALIFORNIA ENERGY CODE

F. 2016 CALIFORNIA GREEN BUILDING STANDARDS 

NEW PREFABRICATED MODULAR TRAILERS

NEW PREFABRICATED APPARATUS COVER

NEW CHAIN LINK SITE FENCE & GATES

B, R-2, S-2

V-B

ALLOWABLE BLDG AREA:

ACTUAL BLDG AREA:

ACTUAL AREA:

SITE AREA:

NUMBER OF STORIES:

MAX BUILDING HEIGHT:

B

R-2

S-2

21,000 S.F.

21,000 S.F.

21,000 S.F.

1,440 S.F.

2,400 S.F.

3,840 S.F.

MODULAR TEMPORARY TRAILERS

PREFABRICATED APPARATUS COVER

TOTAL AREA

720 S.F.

720 S.F.

2,400 S.F.

8,400 S.F.

(.19 ACRES)

1

27' - 0"

B ACTUAL:

R-2 ACTUAL:

S-2 ACTUAL:

HAUL ROUTE:

ZONING: PUD-MDR (0.1011)

ARCHITECTURE

JEFF KATZ ARCHITECTURE

280 BETTENCOURT STREET

SONOMA, CA 95476

(619) 698-9177 

Contact:  Jeff Katz, AIA

jeff@jeffkatzarchitecture.com

ELECTRICAL

ELEN CONSULTING

9150 CHESAPEAKE DR. #220

SAN DIEGO, CA 92123

(619) 846-6918

Contact:  Tim Locklear

tlocklear@elenconsulting.com

CIVIL

BKF ENGINEERS

300 FRANK H OGAWA PLAZA #380

OAKLAND, CA 94612

Office: (408) 467-918

Contact:  Patrick Chan, PE, LEED AP

pchan@bkf.com

A REGISTERED CALIFORNIA ARCHITECT, CIVIL OR STRUCTURAL ENGINEER SHALL 

OBSERVE THE WORK OF CONSTRUCTION AND SUBMIT AFFIDAVITS ATTESTING TO 

THE COMPLIANCE OF THE CONSTRUCTION WITH THE APPROVED CONTRACT 

DOCUMENTS.

NOTE:
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GRID

DETAIL

BUILDING SECTION

WALL TYPE 

WINDOW TYPE

DOOR NUMBER

ROOM NUMBER

DATUM POINT

CORNER GUARD

FIRE EXTINGUISHER

CONTINUOUS, UNOBSTRUCTED AND 

UNDIMINISHED PATH OF TRAVEL

ROOM NAME

ROOM NUMBER

INTERIOR ELEVATION

CG

FE

123
BUNK

DIMENSIONS SHOWN ON THE FLOOR PLANS, SECTIONS AND DETAILS ARE TO FACE OF STUDS, COLUMN 

GRID LINES AND FACE OF CONCRETE AND BLOCK WALLS, UNLESS OTHERWISE NOTED OR SHOWN.

CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND EXISTING CONDITIONS BEFORE PROCEEDING WITH 

CONSTRUCTION.

ALL ITEMS ARE BASE BID UNLESS OTHERWISE NOTED OR SPECIFIED.

ALL DRAIN LINES WITHIN WALLS ARE TO BE WRAPPED IN SOUND INSULATION BATTS.

EVERY EXIT DOOR SHALL BE OPERABLE FROM THE INSIDE WITHOUT USE OF A KEY OR ANY SPECIAL 

KNOWLEDGE.

CONTRACTOR SHALL PROVIDE ACCESS PANELS REQUIRED BY THE PLUMBING, AIR CONDITIONING AND 

OTHER INSTALLERS, AS REQUIRED BY CODE. ANY ACCESS PANEL IN A FIRE RATED WALL OR CEILING 

SHALL HAVE THE SAME FIRE RATING AS THE WALL OR CEILING IN WHICH THEY OCCUR.

STRUCTURAL AND FIRE RESISTIVE INTEGRITY SHALL BE MAINTAINED AT PENETRATIONS FOR 

MECHANICAL, PLUMBING, ELECTRICAL, AND COMMUNICATIONS PIPE, DUCT AND CONDUIT AS 

INDICATED.

PROVIDE FIRE BLOCKING AT FLOOR, CEILING AND MID HEIGHT OF WALLS OVER 10'-0".

STUCCO, PLASTER AND GYPSUM BOARD SHALL TERMINATE WITH A "J" MOLDING WHERE THE EDGE IS 

EXPOSED UNLESS NOTED OR SPECIFIED OTHERWISE.

A FLOOR OR LANDING NOT MORE THE 1/4" BELOW THE THRESHOLD IS REQUIRED AT EACH SIDE OF AN 

EXIT DOOR.

BRAND OR TRADE NAME, SUBSTITUTIONS OF "EQUALS": REQUESTS FOR SUBSTITUTIONS OF AN ITEM AS AN 

"EQUAL" TO ANY ITEM INDICATED OR SPECIFIED MUST BE INCLUDED AS A PART OF THE CONTRACTOR'S 

BID PROPOSAL, AS SPECIFIED IN THE GENERAL CONDITIONS.

WRITTEN DIMENSIONS TAKE PRECEDENCE OVER GRAPHIC SCALE. DO NOT SCALE DRAWINGS.

IT SHOULD BE NOTED THAT WHILE EXISTING UTILITY DRAWINGS ARE AVAILABLE, THERE IS NO 

ASSURANCE THAT ALL UTILITIES ARE SHOWN. THE CONTRACTOR SHALL PROCEED WITH CAUTION TO 

INSURE THAT ALL UTILITIES ENCOUNTERED, WHETHER OR NOT OF RECORD, SHALL BE PROTECTED FROM 

DAMAGE. THE CONTRACTOR SHALL ALSO TAKE PRECAUTIONS NECESSARY TO PROTECT HIMSELF AND 

ALL EMPLOYEES FROM INJURY WHICH MAY BE CAUSED BY CONTACT WITH UTILITY SERVICES.

GYPSUM BOARD FOR FIRE RATED ASSEMBLIES SHALL BE INSTALLED IN ACCORDANCE WITH CBC 

CHAPTER 7.

DOOR HARDWARE SHALL BE LEVER TYPE.

MAXIMUM EFFORT TO OPERATE DOORS SHALL NOT EXCEED 5 POUNDS FOR EXTERIOR DOORS AND 5 

POUNDS FOR INTERIOR DOORS.

FIRE DAMPER ASSEMBLIES, INCLUDING SLEEVES AND INSTALLATION PROCEDURES SHALL BE APPROVED 

BY THE BUILDING INSPECTOR PRIOR TO INSTALLATION.

INTERIOR FINISHES SHALL COMPLY WITH THE PROVISIONS OF CBC CHAPTER 8.

ALL DECORATIVE MATERIALS SHALL BE MAINTAINED IN A FLAME-RETARDANT CONDITION.

ALL REQUIRED PERMITS MUST BE OBTAINED FROM FIRE PLAN CHECK BEFORE BUILDING IS OCCUPIED.

BUILDING NUMBERS SHALL BE EASILY VISIBLE AND LEGIBLE FROM THE STREET OR ROAD FRONTING THE 

PROPERTY.

THE CONSTRUCTION, REMODEL, OR DEMOLITION OF A BUILDING SHALL COMPLY WITH THE 

REQUIREMENTS OF THE COUNTY OF ALAMEDA.

THESE PLANS AND ALL WORK SHALL COMPLY WITH THE CALIFORNIA BUILDING STANDARDS CODE 

FOUND IN THE STATE OF CALIFORNIA TITLE 24 CCR, AS AMENDED AND ADOPTED BY THE CITY OF 

PLEASANTON

CONTRACTOR SHALL THOROUGHLY COORDINATE ALL TRADES AS REQUIRED TO COMPLETE ALL WORK 

INDICATED AND NECESSARY FOR THE PROJECT.

CONTRACTOR SHALL PROTECT EXISTING SITE FEATURES AND SHALL REPAIR OR REPLACE ALL ITEMS 

DAMAGED DURING CONSTRUCTION.

EXIT SIGNS MUST BE INTERNALLY ILLUMINATED (CBC SEC. 1013.3).

TWO SEPARATE POWER SUPPLIES SHALL BE PROVIDED FOR EXIT SIGNS (CBC SEC. 1013.6.3).

THE CONTRACTOR SHALL ENFORCE ALL SAFETY MEASURES. THE CONTRACTOR SHALL DESIGN, 

CONSTRUCT AND MAINTAIN ALL SAFETY DEVICES, INCLUDING SHORING AND SHALL BE SOLELY 

RESPONSIBLE FOR CONFORMING TO ALL LOCAL, STATE AND FEDERAL SAFETY AND HEALTH 

STANDARDS, LAWS AND REGULATION.

CONTRACTOR SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB SITE CONDITIONS 

DURING THE COURSE OF CONSTRUCTION, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY. THIS 

REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY MONUMENTATION AND / OR BENCHMARKS 

WHICH WILL BE DISTURBED OR DESTROYED BY CONSTRUCTION. SUCH POINTS SHALL BE REFERENCED 

AND REPLACED WITH APPROPRIATE MONUMENTATION BY A LICENSED LAND SURVEY OR REGISTERED 

CIVIL ENGINEER AS REQUIRED BY THE LAND SURVEYOR'S ACT.

CONTRACTOR SHALL REPLACE IN KIND ANY TRAFFIC SENSORS DAMAGED DURING CONSTRUCTION.

PENETRATION OF FIRE RESISTIVE WALLS, FLOOR - CEILING ASSEMBLIES AND ROOF - CEILINGS SHALL BE 

PROTECTED AS REQUIRED IN CBC SECTION 714

NO HAZARDOUS MATERIALS WILL BE USED OR STORED WITHIN THE BUILDING WHICH EXCEED THE 

QUANTITIES SHOWN ON UBC TABLE 307.

WHEN SERVING MORE THAN 6 SPRINKLER HEADS, AUTOMATIC SPRINKLER SYSTEMS SHALL BE 

SUPERVISED BY AN APPROVED CENTRAL PROGRAM OR REMOTE STATION SERVICE OR SHALL BE 

PROVIDED WITH A LOCAL ALARM WHICH WILL GIVE AN AUDIBLE SIGNAL AT A CONSTANTLY ATTENDED 

LOCATION.

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24.

25.

26.

27.

28.

29.

30.

31.

32.

33.

34.

AT LEAST ONE PORTABLE FIRE EXTINGUISHER WITH A MINIMUM RATING OF 2A10BC 

SHALL BE PROVIDED WITHIN 75' MAXIMUM TRAVEL DISTANCE FOR EACH 6,000 

SQUARE FEET OR PORTION THEREOF ON EACH FLOOR (CFC 906). SEE PLANS FOR 

LOCATIONS.

AT LEAST ONE FIRE EXTINGUISHER WITH A MINIMUM RATING OF 4A2OBC SHALL BE 

PROVIDED OUTSIDE OF EACH MECHANICAL, ELECTRICAL OR BOILER ROOM. (CFC 

906). SEE PLANS FOR LOCATIONS.

1.

2.

AND

ANGLE

AT

CENTERLINE

DIAMETER OR ROUND

POUND OR NUMBER

ACOUSTICAL

AREA DRAIN

ADJUSTABLE

AGGREGATE

ALUMINUM

APPROXIMATE

ARCHITECTURAL

ASPHALT

BOARD

BITUMINOUS

BUILDING

BLOCK

BLOCKING

BEAM

BOTTOM

CABINET

CATCH BASIN

CEMENT

CERAMIC

CAST-IRON

CONTROL JOINT

CEILING

CAULKING

CLOSET

CLEAR

COLUMN

CONCRETE

CONNECTION

CONSTRUCTION

CONTINUOUS

CORRIDOR

COUNTERSUNK

CERAMIC TILE

DOUBLE

DETAIL

DIAMETER

DIMENSION

DISPENSER

DOWN

DRAWER

DOWNSPOUT

DRY STANDPIPE

DRAWING

EAST

EACH

EXPANSION JOINT

ELEVATION

ELECTRICAL

ELEVATION

EMERGENCY

ENCLOSURE

EQUAL

EQUIPMENT

EXISTING

EXPOSED

EXPANSION

EXTERIOR

FIRE ALARM

FLOOR DRAIN

FOUNDATION

FIRE EXTINGUISHER

FIRE EXTINGUISHER CABINET

FIRE HOSE CABINET

FINISH

FLOOR

FLASHING

FLUORESCENT

FACE OF BLOCK

FACE OF CONCRETE

FACE OF FINISH

FACE OF STUDS

FULL SIZE

FOOT OR FEET

FOOTING

FURRING

FINISHED FLOOR ELEVATION

GAUGE

GALVANIZED

GRAB BAR

GLASS

GRADE

GYPSUM

HOSE BIB

HOLLOW CORE

HARDWOOD

HARDWARE

HOLLOW METAL

HORIZONTAL

HEIGHT

&

L

@

C

I
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ACOUS.

A.D.

ADJ.

AGGR.

ALUM.

APPROX.

ARCH.

ASPH.

BD.

BITUM.

BLDG.

BLK.

BLKG.

BM.

BOT.

CAB.

C.B.

CEM.

CER.

C.I.

CJ

CLG.

CLKG.

CLO.

CLR.

COL.

CONC.

CONN.

CONSTR.

CONT.

CORR.

CTSK.

C.T.

DBL.

DET

DIA.

DIM.

DISP.

DN.

DWR.

DS.

D.S.P.

DWG.

E.

EA.

E.J.

ELE.

ELEC.

ELEV.

EMER.

ENCL.

EQ.

EQPT.

EXST.

EXPO.

EXP.

EXT

F.A.

F.D.

FDN

F.E.

F.E.C.

F.H.C.

FIN.

FL

FLASH

FLUOR.

F.O.B.

F.O.C.

F.O.F.

F.O.S.

F.S.

FT

FTG.

FURR.

F.F.E.

GA.

GALV.

G.B.

GLASS

GR

GYP.

H.B.

H.C.

HDWD.

HDW.

H.M.

HORIZ.

HGT.

INSIDE DIAMETER

INSULATION

INTERIOR

IRRIGATION

JOINT

LAMINATED

LAVATORY

MAXIMUM

MEDICINE CABINET

MECHANICAL

METAL

MANUFACTURER

MINIMUM

MISCELLANEOUS

MASONRY OPENING

MOUNTED

NORTH

NOT IN CONTRACT

NOT TO SCALE

OVERALL

ON CENTER

OUTSIDE DIAMETER

OPENING

OPPOSITE

PRE-CAST

PLATE

PLASTIC LAMINATE

PLASTER

PLYWOOD

PAIR

POINT

PAPER TOWEL DISPENSER

RECEPTACLE

RADIUS

ROOF DRAIN

REFERENCE

REFRIGERATOR

REINFORCED

REQUIRED

ROOM

ROUGH OPENING

RE-SAWN

REDWOOD

RAIN WATER LEADER

SOUTH

SOLID CORE

SEAT COVER DISPENSER

SCHEDULE

SOAP DISPENSER

SECTION

SHELF OR SHEET

SHOWER

SIMILAR

SPECIFICATION

SQUARE

STAINLESS STEEL

STATION

STANDARD

STEEL

STORAGE

STRUCTURAL

SUSPENDED

SYMMETRICAL

SHEET METAL

TOP OF CURB

TELEPHONE

TERRAZZO

TEMPERED GLASS

TONGUE AND GROOVE

THICK

TOP OF PAVEMENT

TOILET PAPER DISPENSER

TELEVISION

TOP OF WALL

TYPICAL

TOP OF

TOP OF PLATE

UNLESS OTHERWISE NOTED

URINAL

VERTICAL

VESTIBULE

PLUMBING VENT THRU ROOF

WEST

WITH

WATER CLOSET

WOOD

WITHOUT

WATERPROOF

WEAKENED PLANE JOINT

WAINSCOT

WEIGHT

I.D.

INSUL.

INT.

IRRIG.

JT.

LAM.

LAV.

MAX.

M.C.

MECH.

MET.

MFR.

MIN.

MISC

M.O.

MTD.

NO.

N.I.C.

N.T.S.

O.A.

O.C.

O.D.

OPNG.

OPP.

PC.

PL.

P.LAM.

PLAS.

PLYWD

PR.

PT.

P.T.DISP.

RECP.

RAD.

R.D.

REF.

REFR.

REINF.

REQ.

RM.

R.O.

RS.

RWD.

R.W.L.

SO.

S.C.

S.C.DISP.

SCHD.

S.DISP.

SECT.

SH.

SHR.

SIM

SPEC.

SQ.

ST.STL.

STA.

STD.

STL.

STOR.

STRUC.

SUSP.

SYM.

S.M.

T.C.

TEL.

TER.

TG

T&G

THK.

T.P.

T.P.DISP.

T.V.

T.W.

TYP.

T.O.

T.O.P.

U.O.N.

UR

VERT.

VEST.

V.T.R.

W

W/

W.C.

WD.

W/O

WP.

WPJ

WSCT

WT.
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GATE POST

6
'-
0

"

0
'-
2

" 
C

LR

WIDTH PER PLAN

GATE POST

ENCLOSURE FRAMING

TENSION BAR, TYP.

PRIVACY SLATS

3
'-
4

"
6

'-
0

"

1'-0"

PLAN

ELEVATION A

SECTION

TENSION BAR, TYP.

CHAIN LINK FENCE WITH 

PRIVACY SLATS 

3/8" DIAMETER ROD WITH 

TRUSS ATTACHMENT AT 

ENDS AND INTERMEDIATE 

POSTS, TYP

KNUCKLED FINISH, TYP.

POST ENCASED IN 

CONCRETE, TYP.

DOMED POST

TOP, TYP.

TOP RAIL, TYP.

RAIL TIE, TYP.

KNUCKLED 

FINISH, TYP.

PRIVACY SLATS

V-GROOVE 

TRAVEL AND V-

GROOVE WHEEL

TOP GUIDE ROLLERS

SLIDE GATE 

OPERATOR 

24'-0" PER PLAN

SLIDE GATE 

OPERATOR 

POST 

MOUNTED 

CONTROL 

STATION

A

---

POST MOUNTED 

CONTROL 

STATION (2)

CONCRETE PAD, SEE 

CIVIL DRAWINGS 

NEW LOOSE GRAVEL AREA, SEE CIVIL 

DRAWINGS

BUILDING SETBACK LINE

PROPERTY LINE

EXISTING LANDSCAPED AREA, SEE 

LANDSCAPE DRAWINGS

NEW CLASS II ROAD BASE 4" MIN 

THICK, SEE CIVIL DRAWINGS

NOTES:

1. CONTRACTOR SHALL PROVIDE ALL REQUIRED TRENCHING AND 

CONNECTIONS TO EXISTING UTILITIES U.O.N. SEE CIVIL, PLUMBING, 

AND ELECTRICAL DRAWINGS.

2. ALL PROPERTY LINES, EASEMENTS, AND BUILDINGS NOT EXISTING 

AND PROPOSED ARE SHOWN ON THIS SITE PLAN. CONTRACTOR SHALL 

REPAIR OR REPLACE ANYTHING OUTSIDE THE LIMIT OF WORK WHICH 

IS DAMAGED OR DISTURBED DURING THE COURSE OF 

CONSTRUCTION.

3. PATCH AND REPAIR EXISTING STREET AS REQUIRED AFTER 

INSTALLATION OF NEW UTILITIES.

PREFABRICATED 

ALUM. I BEAM PER 

MANUFACTURER

FIRE RATED ROOF PER 

MANUFACTURER

CLASS II ROAD BASE 4" 

MIN. THICK, SEE CIVIL 

DRAWINGS
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CLASS II ROAD BASE 4" 

MIN. THICK, SEE CIVIL 

DRAWINGS

PREFABRICATED 

ALUM. I BEAM PER 
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FIRE RATED ROOF PER 

MANUFACTURER

ELECTRIC VENTILATOR 

PER MANUFACTURER
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PER MANUFACTURER
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TOP, TYP.
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RAIL TIE, TYP.

KNUCKLED FINISH, TYP. PRIVACY SLATS
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TYP.
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SITE PLAN & DETAILS -
TEMPORARY FACILITIES

161201 A1.1.1
LIVERMORE PLEASANTON FIRE DEPARTMENT STATION NO. 3, TEMP. FACILITIES

3200 SANTA RITA RD.  PLEASANTON, CA 94566

CM

JK

RW

April 1, 2020

CITY OF PLEASANTON

SCALE:  1/2" = 1'-0"A1.1.1
B3 CHAIN LINK GATE

SCALE:  1/4" = 1'-0"A1.1.1
C3 CHAIN LINK VEHICULAR GATE

CONSTRUCTION NOTES

004 DEMO PORTION OF EXISTING PUBLIC SIDEWALK FOR NEW DRIVEWAY
CURB CUT- SEE CIVIL DWGS.

112 EXISTING UTILITIES TO REMAIN, PROTECT IN PLACE, SEE CIVIL DRAWINGS

113 EXISTING TREE TO REMAIN, PROTECT IN PLACE

115 NEW 6'-0" HIGH CHAINLINK FENCE, SEE A3/A1.1.1

116 NEW 3'-0" WIDE CHAIN LINK GATE, SEE B3/A1.1.1

120 PREFABRICATED 24X60 MODULAR TRAILER PER MANUFACTURER (OFCI)

128 EXISTING TREE TO BE REMOVED, SEE CIVIL DRAWINGS

136 MOTORIZED CHAIN LINK VEHICULAR GATE, SEE C3/A1.1.1

139 ACCESSIBLE ENTRY PER MANUFACTURER, 1:12 MAX

145 SLIDE GATE OPERATOR LOCATION

146 LINE OF STRESSED MEMBRANE STRUCTURE APPARATUS COVER ABOVE

153 MODULAR TRAILER STAIRS PER MANUFACTURER

156 NEW WATER METER, SEE CIVIL DRAWINGS

SITE LEGEND

SCALE:  1/8" = 1'-0"A1.1.1
A1 STRESSED MEMBRANE STRUCTURE

SCALE:  1/8" = 1'-0"A1.1.1
A2 STRESSED MEMBRANE STRUCTURE

SCALE:  3/8" = 1'-0"A1.1.1
A3 CHAIN LINK FENCE DETAIL

RHEEM DRIVE  PLEASANTON, CA 94588                          

SCALE:  1/16" = 1'-0"A1.1.1
C1 SITE PLAN - TEMPORARY FACILITIES EAST



PANEL BOARD (SURFACE)

CEILING MOUNTED DUPLEX OR QUAD RECEPTACLE,

NON-LOCKING TYPE, GROUNDING.

POWER LEGEND

RECEPTACLE, NON-LOCKING TYPE, GROUNDING, 120V - 20A.

MOUNTED AT +18 AFF UNO. SHADED REPRESENTS ABOVE

COUNTER OR +42" AFF.

POWER FLOOR BOX.

T

TRANSFORMER

JUNCTION BOX
J

DUPLEX QUAD GFI

DUPLEX

GFI

QUAD

DUPLEX

WITH USB

COORDINATE THE EXACT MOUNTING AND LOCATION OF ALL WIRING

DEVICES AND ALL CONDUITS WITH OTHER TRADES PRIOR TO ROUGH-IN.

SEE ARCH PLANS FOR EXACT DEVICE LOCATIONS.

EQUIPMENT SIZES SHOWN ON PLANS ARE NOT EXACT. CONTRACTOR IS

RESPONSIBLE FOR ENSURING EQUIPMENT CLEARANCES ARE MET BASED

ON ACTUAL SIZE OF EQUIPMENT.

CONDUIT STUBOUT

#8

HOMERUN TO PANEL AND CIRCUITS INDICATED.

CROSSMARKS DENOTE QUANTITY OF NEUTRAL (LONG),

PHASE (SHORT), AND GROUND (DOT) CONDUCTORS IN

BRANCH CIRCUIT CONDUIT. NO CROSSMARKS

DENOTES PHASE, NEUTRAL, AND GROUND WIRES.

NUMBER ADJACENT TO CROSSMARKS DENOTES WIRE

SIZE OTHER THAN #12 FOR ALL CONDUCTORS UNO.

DETAIL NUMBER DESIGNATION

SHEET ON WHICH DETAIL IS FOUND

E1

3

SHEET NOTE REFERENCE

GENERAL SYMBOLS LEGEND

A-1

1

UP  -  UNDERGROUND PRIMARY

US  -  UNDERGROUND SECONDARY

UC  -  UNDERGROUND COMMUNICATIONS

USL -  UNDERGROUND STREET LIGHTING

OHP -  OVERHEAD PRIMARY

OHS -  OVERHEAD SECONDARY

OHC -  OVERHEAD COMMUNICATIONS

 

TYPICAL

DESIGNATIONS

TO BE USED IN

CONJUNCTION WITH

CONDUIT SYMBOLS

NEW CONDUIT AND/OR CONDUCTOR LINE.

SEE BELOW FOR TYPICAL DESIGNATIONS

SITE SYMBOLS LEGEND

UP UP

NEW TRANSFORMERT

EXISTING VAULTEV

CIRCUIT BREAKER CALLOUT

FUSE CALLOUT

-POLE

-TRIP SIZE

-FUSE SIZE

-POLE

NON-FUSIBLE DISCONNECT SWITCH (RATINGS AS NOTED)

FUSIBLE DISCONNECT SWITCH (RATINGS AS NOTED)

T

TOGGLE TYPE FRACTIONAL HP MANUAL MOTOR STARTER

WITH THERMAL OVERLOADS (DELETED IF FOR

DISCONNECT USE ONLY) AND HANDLE GUARD/LOCK-OFF, 2

POLES (VERIFY WITH BRANCH CIRCUIT).

MOTOR

GROUND

CIRCUIT BREAKER

TRANSFORMER DELTA PRIMARY, WYE

SECONDARY WITH kVA RATING

SINGLE LINE LEGEND

KILOWATT-HOUR METER

FUSED SWITCH

PANEL BOARD

M

3

225

150

3

M

G N

TEMPORARY PG&E

POLE MOUNT

TRANSFORMER

TO EXISTING

PG&E VAULT

400A

2P

TEMPORARY

SERVICE

DISCONNECT

& PANEL

BOARD "P1"

NEW OH UTILITY POLE

FAULT CURRENT SCHEDULE

DEVICE FAULT AIC

RATING

L-N

VOLTS

UTILITY

FAULT X R

FED FROM

DEVICE FAULT X R

FEEDER

SIZE X / 1000' R / 1000' LENGTH X R

TRANSFORMER

KVA Z% XR

RATIO

FAULT

AT

PRIMARY

X R

P1 5,442 10,000 120V 5,427 0.02145 0.005363 PG&E

POLE

MOUNT

XFMR

6,292 0.0187 0.00374 #600kcmil 0.039 0.023 71' 0.0028 0.0016

VOLTAGE DROP SCHEDULE

DEVICE FEEDER

VOLTAGE

DROP

WIRE

SIZE

BRANCH CIRCUIT

MAX VOLTAGE

DROP

WIRE

SIZE

TOTAL

VOLTAGE

DROP

P1 0.58% #600kcmil 1.16% (CKT 6) #12 1.75%

TEMPORARY

FEEDER

TEMPORARY

FEEDER

LUMINAIRE SCHEDULE

CALLOUT LAMP DESCRIPTION MODEL INPUT

WATTS

VOLTS

F1 (1) 197W LED 24000 LUMENS ROUND LED HIGH BAY

WITH GLASS LENS AND WIDE

DISTRIBUTION.

LITHONIA JHBL

24000LM GL WD

120V GZ10 40K 80CRI

DWHXD

197 120V 1P 2W

F1E (1) 197W LED 24000 LUMENS, ROUND LED HIGH BAY

WITH GLASS LENS AND WIDE

DISTRIBUTION AND 90-MINUTE

BATTERY BACK UP, 1200 LUMEN MIN.

LITHONIA JHBL

24000LM GL WD

120V GZ10 40K 80CRI

BSL722 DWHXD

197 120V 1P 2W

S1 (1) 12W LED LED WALL MOUNTED LIGHTING

FIXTURE WITH BRONZE FINISH, 1500

LUMENS.

LITHONIA WST LED

P1 30K VF MVOLT PE

DDBXD

12 120V 1P 2W

S1E (1) 12W LED LED WALL MOUNTED LIGHTING

FIXTURE WITH BRONZE FINISH, 1500

LUMENS AND 90-MINUTE BATTERY

BACK UP.

LITHONIA WST LED

P1 30K VF MVOLT PE

E20WH DDBXD

12 120V 1P 2W

NOTE

NEUTRAL

BUS AMPS

VOLTS AIC

MAIN BKR

LUGSFED FROM

MOUNTING

ROOM

B

CIRCUIT DESCRIPTION

LOAD KVA

#

CKT

CIRCUIT DESCRIPTION

CKT

BKR#

CKTCKT

BKR

A B

LOAD KVA

A

STANDARD

400

10,000

400

208/120V 2P 3W

SURFACE

P1

PG&E POLE MOUNT XFMR 100%

1.187.8 20/1100/2 21

3 4  | 20/17.8 0.591

0.780.072 20/120/1 65

7 8100/2 20/17.8 0.9

0.97.8 20/1  | 109

11 1220/1 -/10.08 0

00 -/1-/1 1413

15 16-/1 -/10 0

00 -/1-/1 1817

19 20-/1 -/10 0

00 -/1-/1 2221

23 24-/1 -/10 0

TOTAL CONNECTED KVA BY PHASE

TOTAL CONNECTED AMPS BY PHASE

17.218.5

161172

CONN

KVA

CONN

KVA

CALC

KVA

CALC

KVA

LIGHTING 1.85 2.31 (125%)

LARGEST MOTOR 0.78 0.195 (25%)

MOTORS 0.78 0.78 (100%)

RECEPTACLES 1.88 1.88 (50%>10)

CONTINUOUS 31.2 39 (125%)

TOTAL LOAD 44.2

BALANCED AMPS 212

PRE-FAB MODULAR TRAILER #1

SOTE LIGHTING

PRE-FAB MODULAR TRAILER #2

GATE CONTROL

SPACE

SPACE

SPACE

SPACE

SPACE

SPACE

APP BAY LIGHTING

APP BAY LIGHTING

GATE MOTOR

APP BAY RECEPTACLE

APP BAY RECEPTACLE

SPACE

SPACE

SPACE

SPACE

SPACE

BONDING & GROUND DETAIL

CONCRETE ENCASED ELECTRODE (UFER) (GROUNDING

ELECTRODE #1). REFER TO CHART FOR SIZE. MINIMUM 20'.

A

MINIMUM 10 MIL ANNEALED COPPER CLAD STEEL GROUND

ROD. (GROUNDING ELECTRODE #2). REFER TO CHART FOR

SIZE.

B

GROUNDING ELECTRODE CONDUCTOR. REFER TO CHART

FOR SIZE.

C

INTEGRATED (FACTORY BONDED) BUS BAR MAIN BONDING

JUMPER. REFER TO CHART FOR MINIMUM CONDUCTOR SIZE.

(AMPACITY SHALL BE 150% RATED)

D

METALLIC PIPING BOND WIRE, REFER TO CHART FOR

MINIMUM SIZE. BOND TO ALL METALLIC PIPING (WATER,

SPRINKLER, GAS, PNEUMATIC LINES, ETC.) WITHIN THE

FIRST ACCESSIBLE 5' OF PIPES ENTRY INTO BUILDING.

E

BUILDING STEEL BOND WIRE (IF REQUIRED PER BUILDING

CONSTRUCTION TYPE). REFER TO CHART FOR MINIMUM

SIZE.

F

BOND WIRE FOR USE WITH MULTIPLE SERVICE's (WHEN

PRESENT). REFER TO CHART FOR MINIMUM SIZE.

G

INTEGRATED (FACTORY BONDED) BUS BAR CASE BOND.

REFER TO CHART FOR MINIMUM CONDUCTOR SIZE.

H

INTEGRATED (FACTORY INSTALLED) GROUND BUS BAR.

SHALL BE SIZED TO ACCOMMODATE GROUND WIRE LUGS AS

INDICATED ON THE ONE-LINE DIAGRAM.

J

SERVICE AMPACITY B D E F&G H

3/4"x10' (x1)

A&C

#4

ALL SIZES SHOWN ARE FOR Cu.. AL. IS NOT PERMITTED.

20'

A

B

C

D

F

G

E

H

J

N

G

400 AMP
#1/0 #1/0 #1/0 #1/0

SPACE

SPACE

TEMPORARY

400A METER

UTILITY METERM

NEW OH UTILITY POLE WITH RISER

TEMPORARY

POLE
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PG&E PAD MOUNT XFMR

1

P1
3

4

2

J

PRE-FAB MODULAR TRAILER #1

15.6KVA,208/120V2P3W

GATE MOTOR

0.78KVA,120V1P2W

6

ADJACENT
BUILDING

RHEEM DRIVE

ST
O

N
ER

ID
G

E 
D

RI
V

E

F1

F1

F1E

F1

F1F1E

F1

F1

F1

P1-2

P1-2

P1-4

P1-4

P1-2

P1-2

P1-2

P1-8

P1-8

P1-8

P1-8

P1-10

P1-10

P1-10

P1-10

P1-8

P1-10

7

T

S1E

S1E

S1E

P1-5

P1-5

P1-5

S1 S1

S1

P1-5

P1-5

P1-5

+48"

+48"

+48"

+48"

+48"

+48"

+48"

+48"

+48"

+48"

8
TYP.

J

PRE-FAB MODULAR TRAILER #2

15.6KVA,208/120V2P3W

6

P1-7,9

1-1/4"C,2#1,#1N,#8G

P1-1,3

1-1/4"C,2#1,#1N,#8G

P1-2P1-4

ab

D

a

a

a

a

a

a
b

b

b

P1-6

5

9

U

P

U

P

U

P

U

P

U

P

U
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ELECTRICAL PLAN

E2.1

SCALE:  1" = 10'-0"E2.1
1 ELECTRICAL PLAN

APPROXIMATE LOCATION EXISTING PG&E

ELECTRICAL VAULT. COORDINATE EXACT

POINT OF LOCATION WITH PG&E ENGINEERING

DRAWINGS PRIOR TO CONNECTION.

APPROXIMATE LOCATION OF PG&E POLE AND

POLE MOUNTED TRANSFORMER. COORDINATE

ADDITIONAL REQUIREMENTS WITH PG&E

ENGINEERING DRAWINGS.

PROVIDE NEMA 3R ELECTRICAL PANEL "P1"

WITH UTILITY METER CABINET AND

WEATHERHEAD.

PROVIDE (1)4"C.O. UNDERGROUND  FROM

PG&E ELECTRICAL VAULT TO PG&E PAD

MOUNT TRANSFORMER.

OVERHEAD SECONDARY CONDUCTOR

TRIPLEXED #600KCMIL SUPPORTED ON

MESSENGER WIRE FROM SERVICE

DISCONNECT TO  PANEL "P1" BY PG&E.

COORDINATE WITH PG&E ENGINEERING

DRAWINGS.

PROVIDE NEMA 3R 100A/2P FUSED

DISCONNECT SWITCH FOR PRE-FAB TRAILERS.

PROVIDE GROUNDING PER MANUFACTURES

RECOMMENDATIONS.

PROVIDE WEATHER PROOF TOGGLE SWITCH

FOR DISCONNECTING MEANS OF GATE

MOTOR. COORDINATE ADDITIONAL

REQUIREMENTS WITH MANUFACTURER PRIOR

TO INSTALLATION.

SURFACE MOUNT RECEPTACLES.

PROVIDE WEATHER PROOF PUSH BUTTON

AND (1)1"C.O. TO GATE MOTOR.

1

SHEET KEYED NOTES

2

3

4

6

A. S1/ S1E FIXTURES SHALL BE CONTROLLED

VIA PHOTOCELL.

B. COORDINATE WITH POWER PLUS 

TEMPORARY ELECTRICAL SERVICE 

COORDINATOR:

PEDRO CAZAREZ (510) 340-6761

SHEET GENERAL NOTES

7

8

5

9
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